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892 135 350x350 280x280 30 10 40

892 140 400x400 330x330 30 13 40

892 150 500x500 405x405 48 24 40

892 160 600x600 500x500 49 32 20

892 170 700x700 600x600 50 48 10

892 180 800x800 700x700 55 65 10

Manhole Cover EN 124 - B 125square, cover with lifting
pocket,frame with single sealframe and cover: ductile iron

PAVER

PAVER

MANHOLE COVERS

B 125

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

892 040 400x400 250 18 11 30

892 050 500x500 350 30 19 30

892 060 600x600 425 30 25 30

892 070 700x700 500 35 35 15

Manhole Cover EN 124 - B 125frame square / cover roundcover with
lifting pocket,frame with single sealframe and cover: ductile
iron

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

893 105 360x360 225 160 19

893 115 360x360 225 160 19 ventilated

892 062 785 600 60 37 24 16 B 125

892 061 785 600 60 37 24 16 B 125, ventilated

893 001 785 605 76 54 33 10 C 250, with insert

Manhole Cover EN 124 - B 125 / C 250with flange frame, round,
dia. 600cover with lifting pocket,frame with neoprene cushioning
insert,frame and cover: ductile iron

MANHOLE COVERS

B 125 / C 250

Code Over Base Clear Opening Depth Mass Cover Unitmm mm mm kg kg
Pal.

Inspection Cover, adjustable, class C 250fitted on pipes DN 300,
hinged,180 lifting position= anti-theft in bedded position!Supplied
with a rubber tight sealing ring

Code Over Base Clear Opening Depth Massmm mm mm kg .

EURO B / EURO C

Inspection Cover DN 300
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894 004 850 600 100 60 40 10 round

894 104 850x850 600 100 68 40 10 square

Manhole Cover EN 124 - D 400with flange frame, round dia.
600,with HYDROprene insert in the frame,with hinge and 3 point
automatic locking system,frame and cover: ductile iron

TRIX

ECON plus

MANHOLE COVERS 600 DIA

D 400

Code Over Base Clear Opening Depth Mass Cover Unitmm mm mm kg kg
Pal.

894 718 785 600 100 66 42 9 ventilated

894 708 785 600 100 67 43 9

894 728 785 600 100 73 49 9 ventilated

Manhole Cover EN 124 - D 400with flange frame, round dia.
600,with HYDROprene insert im frame,with hinge and 3 point
automatic locking system,frame and cover: ductile iron

Code Over Base Clear Opening Depth Mass Cover Unitmm mm mm kg kg
Pal.

814 121 785 605 100 87 9 ventilated

814 120 785 605 100 87 9

814 125 785 605 100 87 9 inlet grate

814 1212 785 605 160 98 5 ventilated

814 1202 785 605 160 98 5

814 1251 785 605 160 101 5 inlet grate

Manhole Cover EN 124 - D 400articulated, round, 605 dia.,with
HYDROprene insert in the frame,frame: problem-free lifting of the
frame throughthe smooth outer areaframe and cover: ductile iron

MANHOLE COVERS 600 DIA

D 400

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

ECON with ventilation holes

- 4 pockets in the frame allow for the use of customary dirt
cat

chers

ECON plus, ECON H, ECON SN

- Cover with innovative "criss-cross design- minimize roll-over
noise- optimal slide safety- optimal water disposal.

ECON / TRIX

- changeable dampening insert HYDROprene,Polychloroprene
according to DIN 53505 standard

- long life, high abraision stability for extreme loads-
temperature resistant- insert minimises vibration-chamber is
protected

ECON / TRIX 3 point spring bar locking

- innovative automatic closing system with 3 spring bars-
hinders unauthorised opening = anti-theft

- through the positioning of the bars the cover in centered in
the frame and isfrictionally locked

ECON / TRIX hinge

- simple ergonomic opening of the cover- 120 position of
inspection, 90 lifting position and

blocking against unintentional closing of the cover

Product Info ECON / TRIX

ECON H
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894 006 850 605 100 85 55 9 round

894 106 850x850 605 100 93 55 9 square

Manhole Cover EN 124 - D 400with flange frame, dia. 605,with
HYDROprene insert in the cover, with hingeframe and cover: ductile
iron

SAFETY

BLOCKING

MANHOLE COVERS, 600 DIA.

D 400

Code Over Base Clear Opening Depth Mass Cover Unitmm mm mm kg kg
Pal.

894 000 850 605 100 67 40 9 round

894 100 850x850 605 100 71 40 9 square

Manhole Cover EN 124 - D 400with flange frame, 605 dia.,with
HYDROprene insert,Locking system: cover is frictionally arrested
under

the frame

and held in place by bayonet lock - protectionfrom theft and
vandalismframe and cover: ductile iron

Code Over Base Clear Opening Depth Mass Cover Unitmm mm mm kg kg
Pal.

ergonomic openingwith the aid of lifting pockets-> up to 80%
saving on physical input

120 inspection position90 lifting position90 leverage, optimal
accident prevention

894 071 810 605 100 86 58 10 height 100 mm

894 011 810 605 76* 78 58 10 height 76 mm

Manhole Cover EN 124 - D 400with flange frame, round, 605
dia.,with HYDROprene insert in the frameframe: ductile iron,cover:
concrete filled (B45)

TRAFFIC

MANHOLE COVERS, 600 DIA.

D 400

Code Over Base Clear Opening Depth Mass Cover Unitmm mm mm kg kg
Pal.

*With the overall height of the frame under 100 mm - the
installationmust be carried out under the observance of EN 124
section 7.16!

500

894 052 650 500 100 45 26 10

Manhole Cover EN 124 - D 400with flange frame, square, 500
dia.,with HYDROprene insert in the frame,cover locked and
hingedframe and cover: ductile iron

Code Over Base Clear Opening Depth Mass Cover Unitmm mm mm kg kg
Pal.
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894 753 750 610 100 93 9

Manhole Cover EN 124 - D 400with flange frame, round, 610
dia.,HYDRO-Tight / backup resistant to 0.5 bar,with HYDROprene
insert in frame,fastened by 4 bolts (M 20)frame and cover: ductile
iron

610 dia

MANHOLE COVERS, 600 & 800 DIA.,HYDRO-TIGHTD400

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

804 834 1000 800 100 146 102 5

Manhole Cover EN 124 - D 400with flange frame, round, 800
dia.,HYDRO-Tight / backup resistant to 0.5 bar,with HYDROprene
insert in the frame,fastened by 4 bolts (M 20),

frame and cover: ductile iron

800 dia

Code Over Base Clear Opening Depth Mass Cover Unitmm mm mm kg kg
Pal.

894 4250 800x800 600x600 100 85 10

Manhole Cover EN 124 - D 400square, double
triangularnon-rockclosed keywaysframe and cover: ductile iron

LIFFEY

MANHOLE COVERS, 600X600

D 400

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

TELECOM 600x600 / 600x1200

894 260 785x785 600x600 100 90

894 270 785x1380 600x1200 100 160

Manhole Cover EN 124 - D 400with flange frame, square,hinge: 120
position of inspection

90 lifting position and blockingcover lockable

frame and cover: ductile iron

Code Over Base Clear opening Depth Massmm (A) mm (LW) mm (H)
kg
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Design Code Mass Unit

Design Code Mass Unit

Manhole Cover EN 124 - B 125round, 610 dia.,frame and cover:
cast iron

600 dia.

ventilated 892 740 60 10

892 750 61 10

HYDRO-Tight 892 753 67 9

0,5 bar, 4 bolts

Manhole Cover EN 124 - B 125round, 610 dia.,frame: cast iron
with concretecover: cast iron

600 dia.

Manhole Cover EN 124 - B 125round, 610 dia.,frame and cover:
cast iron with concrete

600 dia.

MANHOLE COVERS, 600 DIA.

B 125

Design Code Mass Unit

ventilated 892 720 100 12

892 730 100 12

ventilated 892 700 95 12

892 710 100 12

Design Code Mass Unit

Design Code Mass Unit

600 dia.

600 dia.

600 dia.

MANHOLE COVERS, 600 DIA.

C 250

Design Code Mass Unit

Manhole Cover EN 124 - C 250round, 610 dia.,frame and cover:
cast iron

Manhole Cover EN 124 - C 250round, 610 dia.,frame: cast iron
with concrete,cover: cast iron

Manhole Cover EN 124 - C 250round, 610 dia.,frame and cover:
cast iron with concrete

ventilated 893 740 62 9

893 750 63 9

ventilated 893 720 100 12

893 730 100 12

ventilated 893 711 95 12

893 710 100 12
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Design Code Mass Unit

Manhole Cover EN 124 - D 400round, 610 dia.,frame and cover:
cast iron

600 dia.

Manhole Cover EN 124 - D 400round, 610 dia.,frame: concrete/cast
iron,cover: cast iron

600 dia.

Manhole Cover EN 124 - D 400round, 610 dia.,frame: concrete/cast
iron,cover: concrete/cast iron

600 dia.

MANHOLE COVERS, 600 DIA.

D 400

Design Code Mass Unit

ventilated 894 720 165 8

ventilated, with insert 894 721 165 8

894 730 167 8

with insert 894 731 167 8

ventilated 894 700 173 8

ventilated, with insert 894 701 173 8

894 710 173 8

with insert 894 711 173 8

ventilated 894 740 124 9

ventilated, with insert 894 741 124 9

894 750 126 9

with insert 894 751 126 9

HYDRO-Tight to 0,5 bar 894 753 93 9

4 bolts, ductile iron

Design Code Mass Unit

Design Code Mass Unit

Design Code Mass Unit

Inlet Grate

Inlet Grate

Inlet Grate

MANHOLE COVERS, 600 DIA.

B 125 / C 250 / D 400

Design Code Mass Unit

Gully Grating EN 124 - B 125round, 610 dia.

Gully Grating EN 124 - C 250round, 625 dia.

Gully Grating EN 124 - D 400round, 610 dia.

frame and grate: cast iron 892 757 60 9

frame: concrete/cast iron, 892 727 100 12

grate: cast iron, concave

frame and grate: cast iron, flat 893 757 60 9

frame: concrete/cast iron, 893 727 100 12

grate: cast iron, flat

frame and grate: cast iron, flat 894 757 129 8

frame: concrete/cast iron, 894 727 174 8

grate: cast iron, flat
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Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

993 730 560x485 450 80 60 24 flat, inlet cross section 900
cm2

993 740 560x485 450 80 62 24 concave, inlet cross section 980
cm2

Gully Grating EN 124 - C 250 450x450

frame and grille: cast iron

GULLY GRATES

C 250

993 750 540x540 450 160 94 16 flat, inlet cross section 900
cm2

993 760 540x540 450 160 96 16 concave, inlet cross section 980
cm2

Gully Grating EN 124 - C 250 450x450frame: concrete/cast iron,
Grille: cast iron

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

450 x 450

450 x 450

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

994 730 560x485 450 80 63 24 flat, inlet cross section 900
cm2

994 740 560x485 450 80 65 24 concave, inlet cross section 980
cm2

Gully Grating EN 124 - D 400 450x450

frame and grate: cast iron

450 x 450

450 x 450

GULLY GRATES

D 400

994 750 540x540 450 160 98 16 flat, inlet cross section 900
cm2

994 760 540x54 0 450 160 100 16 concave, inlet cross section 980
cm2

Gully Grating EN 124 - D 400 450x450

frame: concrete/cast iron, Grate: cast iron
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993 731 540 340 100 41 20 flat, C 250

993 741 540 340 100 50 20 concave, C 250

994 731 540 340 100 47 20 flat, D 400

994 741 540 340 100 56 20 concave, D 400

Gully Grating 124 - C 250 / D 400with 3 sided flange,for shaft
of DN 450,selflocking spring bar,including support for customary
mud baskets (DIN 4052-B1)frame and grating: ductile iron

DONAU

LINE

CHANNEL GRATINGS / GULLY GRATES

C 250 / D 400

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

990 109 750 4,5 edge protection750

993 200 750 200 430 20 20

993 250 750 250 620 22 20

993 300 750 300 860 27 20

993 400 750 400 1220 38 20

993 500 750 500 1560 44 20

Channel Gratings EN 124 - C 250ductile iron

993 040 464 350 40 23 20 400x400

993 050 564 450 40 37 20 500x500

993 060 664 550 40 50 20 600x600

993 070 764 650 40 73 10 700x700

Gully Grate EN 124 - C 250flat, squareframe and grate: ductile
iron

Flat

Concave

GULLY GRATES

C250

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

993 140 464 350 40 23 20 400x400

993 150 564 450 40 37 20 500x500

993 160 664 550 40 50 20 600x600

993 170 764 650 40 73 10 700x700

Gully Grating EN 124 - C 250concave (dished), squareframe and
grate: ductile iron

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

Code Over Base Depth Waterway Mass Unitmm mm mm2 kg Pal
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993 840 604 405 175 55 10 form A

993 841 604 405 235 62 10 form T

Gully Grating EN 124 - C 250with side inlet,inlet cross section:
1.000 cm2

frame and inlet: ductile iron

HYDROKERB

HYDROMAX

KERB DRAINAGE

C 250

992 841 830x800 650 200/36 75 10 form T

Gully Grating forKerb Drainage,frame: C250, cover: B125,inlet
cross section: 750 cm2

frame and cover: ductile iron

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

Code Over Base Clear opening Depth Mass Unitmm (A) mm (LW) mm
(H) kg Pal.

ACCESSORIES FOR WATER / GAS SUPPLY

SURFACE BOXES GREY CAST IRON, DUCTILE IRON AND PVC

Extension spindles

o Telescopic or rigid typeso For gate valves and tapping
bridgeso Customized design versions upon request

Base Plates for Surface Boxeso for all DIN Standard Surface
Boxeso Recycled plastico Low weight

EXTENSION SPINDLES AND BASE PLATES

Surface Boxes in grey cast iron (EN GJL 200 / EN 1561)

o Meets the requirements of german DIN Standardo Certified with
the DVGW-Registrationo round, rectangular and ovalo non-adjustable
or adjustableo Coating : Black Bitumen, Epoxyo Test Load 200 kn

Surface Boxes in ductile iron (EN GJS 500-7/ EN 1563)o for
pavements and roadso All castings are available acc. EN 124o
Coating : black bitumen, epoxy or PVCo Badging as per requirementso
Test load 400 kn

Surface Boxes in PVC

o For pavementso Body in PVC, grey iron Covero round or ovalo
Easy handling
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Preparation

In the case of renewal, the road surface should be cleanly cut
around the cover or grating to be replaced.Cut or lever out the
damaged manhole covers. Replace the mounting rings and secure in a
mortar bed atthe top of the shaft. Repair damage to the road
surface around the manhole, replace any loose bricks
andrepoint.

The frame must always be in full contact with the mortar bed and
capable of bearing. If the substructureis inappropriate, subsequent
traffic loads will cause loosening, premature wear, rattling or
destruction ofthe cover and/or the shaft structure. Hinged covers
should be installed so that the hinge is aligned withthe direction
of the traffic.

Installation

1 Clean and dampen mounting surfaces

2 Place the full frame in a mortar bed 30-50mm deep

3 Envelop the frame with concrete (minC20/25) and tamp down

4 Apply road surface (30-40mm)

Instructions for Installation and Handling

Installation

Maintenance

The bearing surfaces should be cleaned before each closing.
Seals/inserts should be replaced if damaged.Manhole covers should
be checked at least every two years.

Handling ...

Open locked manhole covers with a suitable tool. The manhole
covers (e.g. TRIX/ECON) are secured by aspringlocking system. Use a
lifting rod or pickaxe to open by inserting the tool into the
pocket betweenframe and cover for leverage.

Maintenance and Handling

OUR PRODUCT RANGE

NB!

For subsequent level adjustments, an entirely new mortar bed
must always belaid. Clean the bearing surface of frame and cover
before inserting and cleanthe hinge box thoroughly.

Mortar Specification: Pressure resistance min 10 N/mm2 / mortar
group III in conformity with DIN 1053We recommend the use of
quick-drying casting mortar combined with shuttering aids. Do
notput any strain on the manhole cover until the setting time is up
(see manufacturers instructions).

.

INSPECTION OPENING REMOVE COVER CLOSE

4 road surface

3 concrete layer

2 bedding layer

1 mounting ring
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