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Materiale si tehnologii inovative pentru
 reabilitare, etansare, impermeabilizare si
 cosmetizare,
 protectie structuri din beton si
 protectie anticoroziva structuri metalice
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specializati in lucrari de:
 hidroizolatii
 reparatii
 etansari
 injectii pentru oprirea scurgerilor de apa in sarcina
 lucrari de consolidare si reabilitare
 garantam calitatea materialelor si a executiei
 site: www.alldomus.ro
 All Domus
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• Furnizam in Romania produse performante
 ale unor prestigioase companii internationale:
 – Weber / Deitermann - Germania
 – Hermes Technology - Austria
 – TPH - Germania
 – Fyfe - USA
 • Produse simple, durabile, usor de aplicat =
 reduc timpul de executie
 All Domus
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• Etansare, reparatii, hidroiolatii, protectii structuri beton
 • Protectii anticorozive structuri metalice
 – Conducte metalice (interior si exterior)
 – Gratare
 – Conducte aductiune
 – Vane, flanse, robineti, imbinari cu cep si mufa
 • Pardoseli
 • Protectii antialge, antivegetative, bactericide, antimucegai
 • Placari ceramice
 • Ancorari structuri metalice, echipamente
 • Ranforsare structurala (fibra de carbon, injectii epoxidice)
 Tip de aplicatii
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REABILITARE STRUCTURI BETON
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Rezervoare (inclusiv apa potabila)
 Decantoare primare, secundare, longitudinale, suspensionale
 Statii de pompare
 Statii de filtrare
 Camine
 Treceri de conducte si cabluri prin pereti
 Metantancuri
 Bazine aerare, bazine omogenizare, bazine coagulare
 Bazine sulfat de aluminiu
 Canal colector
 Statie de biogaz si deshidratare, statie namol fermentat
 Rosturi definitive/turnare
 Terase si acoperisuri
 Etansare, reparare, impermeabilizare,
 protectie structuri din beton si zidarie
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Reabilitare structuri beton
 Probleme
 beton degradat
 armatura corodata
 fisuri, segregari
 goluri
 umiditate
 pH agresiv
 timp limitat pentru
 repunere in functiune
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Defecte beton
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Solutii inovative
 • Mortare care inlocuiesc aplicarea succesiva a mai multor
 produse, asigurand protectia armaturii, reparatia suprafetei,
 impermeabilizarea si protectia anticoroziva a betonului si
 repunerea in functiune in timp record (3 ore de la aplicare)
 • Mortare de reparatii cu intarire rapida, cu rezistente ridicate
 • Mortare de etansare cu intarire ultra rapida (10 sec – 2
 minute)
 • Gama completa de produse pentru injectii (rasini
 poliuretanice, rasini epoxidice, cimenturi fine, geluri acrilice)
 • Pelicule impermeabile flexibile/rigide, pentru aplicare la
 interior sau exterior, rezistente la apa cu presiune pozitiva,
 negativa
 • Protectii anticorozive cu rezistente exceptionale
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Avantaje
 • Excelente rezistente chimice (pH 0 - 14)
 • Inlocuirea aplicarii succesive a 3 - 4 produse cu un
 singur produs
 • Repunere in uz la numai 3 - 4 ore de la aplicare
 • Excelenta aderenta si rezistenta mecanica
 • Grad maxim de impermeabilizare
 • Rezistenta optima la factori agresivi
 • Durata de viata indelungata
 • Aplicare eficienta (mecanizata, cu sau fara robot) si
 randament marit
 Avantaje
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Avantaje Tip de aplicatii

Page 12
                        

Avantaje Tip de aplicatii
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Avantaje Tip de aplicatii
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Avantaje Tip de aplicatii
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Reabilitare structuri beton
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Domeniu de aplicare • Etansare impotriva
 infiltratiilor de apa
 • Reparatii si etansari sectiuni pereti, canale sewers si constructii sandwich
 • Etansare pereti, pardoseli si tavane cand apar infiltratii sub presiune
 ERGELIT-10SD
 Mortar de etansare cu rezistenta early strengh ridicata; pe
 baza de ciment; contine adtivi organici si anorganici
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Avantaje: • Maleabil
 • Fara contractii
 • Impermeabil
 • Aderenta excelenta
 • Rezistenta excelenta la acizi si alcali (ph 4-10)
 • Rezistenta excelenta la abraziune
 • Rezistenta excelenta la forte dinamice
 • Timp de reactie: 2-4 minute, in functie de cantitatea si temperatura apei de amestec
 ERGELIT-10SD
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ERGELIT-10SD
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ERGELIT-10SD
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Avantaje:
 • Reactioneaza ultra rapid
 • Maleabil
 • Fara contractii
 • Impermeabil
 • Aderenta excelenta
 • Rezistenta excelenta la acizi si alcali (ph 4-10)
 • Rezistenta excelenta la abraziune
 • Rezistenta excelenta la forte dinamice
 • Timp de reactie: 2-4 minute, in functie de cantitatea si temperatura apei de amestec
 ERGELIT-10F rapid
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ERGELIT KBi
 Domeniu de aplicare:
 • Renovare conducte si canalizari
 • Umplere cavitati intre conducte noi si vechi in lucrari de reabilitare
 • Umplerea sub presiune a cavitatilor
 • Oprirea infiltratiilor de apa sub presiune
 • Poate fi utilizat in contact cu apa potabila
 Mortar de injectare pentru etansare pereti si conducte; mono
 component; contine aditivi organici si anorganici
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ERGELIT KBi
 • Poate fi injectat pentru a realiza o etansare completa si durabila in puturi si conducte.
 • Nu este spalat de infiltratiile puternice de apa freatica
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Avantaje • Tixotropic
 • Fara contractii
 • Aderenta excelenta
 • Impermeabil
 • Punere in functiune in 3 ore
 • Rezistenta excelenta la elemente existente in mod curent in apa menajera
 • Excelenta rezistenta conform DIN 4030
 • Rezistenta de lunga durata la ph 5-9
 • Rezistenta la inghet si la saruri de degivrare
 ERGELIT KBi
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• Protectii rezistente la diverse grade de coroziune
 • Ergelit KS 1 : rezistenta la apa reziduala menajera
 • Ergelit KS 2: rezistenta la apa industriala
 • Ergelit KS 2B: rezistenta la acid sulfuric biogenic
 ERGELIT KS 1 si 2
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ERGELIT KS 1
 Domeniu de aplicare:
 • Protectie si renovare zone ample in conducte, obiective din statii de tratare si epurare apa, rezervoare etc
 • Etansare impotriva presiunii apei din panza freatica
 • Protectie aprobata pentru apa potabila
 Mortar de reparatii si protectie pe baza de ciment; contine
 aditivi organici si anorganici
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Avantaje:
 - Aplicare manuala sau prin pulverizare (umeda sau uscata)
 - Punere in functiune dupa numai 4 ore la temperatura de 10 grade C
 - Tixotropic
 - Excelenta reistenta
 - Rezistenta foarte buna la sulfati
 - Impermeabil la apa
 - Rezistenta excelenta la inghet si saruri de degivrare
 - Rezistenta la temperatura: scurgeri de scurta durata: 100 grade C, de lunga durata: 90 grade C
 ERGELIT KS 1
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ERGELIT KS 2
 Domeniu de aplicare:
 • Protectie si renovare zone ample in conducte, obiective din statii de tratare si epurare apa, rezervoare etc
 • Etansare impotriva presiunii apei din panza freatica
 • Protectie impotriva apelor industriale cu ph intre 3 si 11
 • Protectie aprobata pentru apa potabila
 • Protectie impotriva mediului foarte agresiv chimic: sulfati, magneziu, amoniac, uleiuri, grasimi, benzol, benzen
 Mortar de reparatii si protectie pe baza de ciment, cu aditivi
 organici si anorganici
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Aplicare eficienta
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Avantaje:
 - aplicare manuala sau prin pulverizare (umeda sau uscata)
 - Punere in functiune dupa numai 4 ore la o temperatura de 10ºC
 - Tixotropic
 - Alcalinitate ridicata
 - Aderenta excelenta, chiar si proaspat aplicat
 - Rezistenta excelenta la abraziune
 - Rezistenta foarte buna la sulfati
 - Impermeabil la apa
 - Rezistenta excelenta la inghet si saruri de degivrare
 - Rezistenta la temperatura: scurgeri de scurta durata: 100ºC, de
 lunga durata: 90ºC
 ERGELIT KS 2
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• Poate fi injectat pentru a produce o etansare
 durabila si completa
 • Tip utilizare: canalizare, puturi, conducte
 • Nu este spalat de apa cu presiune ridicata
 ERGELIT KBl
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Aplicare (manual sau automatizat)
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Aplicare eficienta
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Aplicare eficienta
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Aplicare eficienta
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Aplicare - Wet spraying
 Nu depre asa ceva vorbim
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• Aderenta exceptionala
 • Aplicare eficienta
 • Pierderi reduse (6%-8%)
 • Aplicare pe zone ample
 Wet spraying
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Canalizare
 Canale colectoare
 Constructii
 Aplicatii wet spraying
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Furtun aer
 Compresor Pompa Mixer
 Furtun mortar
 Wet spraying
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Wet spraying
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OED10/40 KS2bL
 KS2
 KS1
 KT40
 KT10
 Wet spray - Ergelit
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Wet spraying
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• Sistem de reabilitare a conductelor conform
 EN 13566-2 si EN 15885
 • Pentru tevi cu diametrul intre ND 125 si ND
 300
 Bucuresti Trading Constructii Speciale
 Flexoren
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• Nu necesita excavare
 • Instalare extrem de rapida
 • Excelenta durabilitate
 • Pentru tevi cu diametrul intre ND 125 si ND 300
 • Excelenta rezistenta la abraziune
 • Continuitate a tevilor intre 2 iesiri de canalizare
 • In conditii de vreme uscata, canalizarea poate
 ramane in functiune in timpul instalarii Flexoren
 Bucuresti Trading Constructii Speciale
 Flexoren
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Bucuresti Trading Constructii Speciale
 Flexoren
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• Pentru ridicarea
 usoara a gurilor de
 canal
 • Fara risc pentru
 muncitor
 • Utilizare foarte
 usoara si eficienta
 Bucuresti Trading Constructii Speciale
 Manhole lifter
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• realizat din titanium
 • cantareste numai 3,0 kg
 • lungime: 850 mm
 • putere ridicare: pana la
 2000 kg
 • 550 n/mm²;
 • foarte robust
 Bucuresti Trading Constructii Speciale
 Manhole lifter
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Bucuresti Trading Constructii Speciale
 Manhole lifter
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 48
 MSK-Flüssig-Asphalt
 Developed out of the technique Microsurfacing (for road repair works on larger areas)
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 49
 MSK-Flüssig-Asphalt
 Maintenance
 Operational maintenance
 Control
 Service
 Constructional maintenance
 Maintenance
 f.e. filling of pot-holes, surface dressing
 of small areas, sealing of minor cracks
 and joints, milling of deformations in
 smaller areas
 Repair
 Surface dressing, application of thin
 asphalt layers (hot and cold), repave,
 laying of thick asphalt layers
 Renovation
 ZTV BEA-StB 09: Definitions
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 50
 MSK-Flüssig-Asphalt
 Sealing masss
 Product name MSK-Flüssig-Asphalt, sealing
 Description Sealing mass, based on special bitumen emulsion
 Mix type
 0/1 + 0/2 mm
 • sealing of open, porous surfaces
 • loss of mortar and chippings
 • in case of damages during application and compacting
 • cracked asphalt surfaces
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KRAUSE VERTRIEB
 GmbH & Co. KG
 Dipl.-Ing. Volker
 Bummel page 51
 MSK-Flüssig-Asphalt
 MSK-Flüssig-Asphalt for sealing
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 52
 MSK-Flüssig-Asphalt
 Sealing mass Slurry surfacing MSK-Flüssig-Asphalt
 sealing 0/1 and 0/2
 Des-
 cription
 1 component sealing
 mass with filler, fines and
 sand
 1 component slurry
 surfacing with filler, fines
 and sand, based on
 anionic bitumen
 emulsion
 2 component sealing
 mass with filler, fines and
 sand, based on cationic
 special-bitumen
 emulsion
 contains solvents
 tarless
 without solvents
 tarless
 without solvents
 tarless
 Fields of
 application
 loss of mortar
 sealing of asphalt binder
 or wearing courses
 sealing of worn out
 asphalt surfaces
 sealing of open and
 porous surfaces
 sealing of asphalt and
 concrete surfaces accor-
 ding ZTV-BEA StB 09
 sealing of open and
 porous surfaces
 loss of mortar
 damages during appli-
 cation or compacting
 cracked asphalt surfaces
 sealing of asphalt and
 concrete surfaces accor-
 ding ZTV-BEA StB 09
 sealing of open and
 porous surfaces
 loss of mortar
 damages during appli-
 cation or compacting
 cracked asphalt surfaces
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 53
 MSK-Flüssig-Asphalt
 Sealing mass Slurry surfacing MSK-Flüssig-Asphalt
 sealing 0/1 and 0/2
 Aggregates filler, fines, sand filler, fines, sand filler, special filler, sand
 0/1 resp. 0/2 mm
 Binder (fluxed) bitumen anionic bitumen emulsion cationic bitumen
 emulsion
 Require-
 ments for
 the binder
 TL Sbit, part: „sealing
 masses“
 C60BP1-BEM
 accord. TL BE-StB 07
 C65PB1-DSK
 accord. TL BE-StB 07
 Hardening evaporation of the
 solvents
 evaporation of the water controllable reaction and
 hardening
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 54
 MSK-Flüssig-Asphalt
 Application of MSK-Flüssig-Asphalt, sealing 0/2 mm
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 55
 MSK-Flüssig-Asphalt
 Repair mortar
 Product name MSK-Flüssig-Asphalt (liquid asphalt) standard or »COLOR«
 Description Asphalt mixture based on bitumen emulsion (standard) resp. special
 emulsion (colourless) with an addition of pigments (»COLOR«)
 Repair mortar
 0/3 + 0/5 mm
 • repair works on damaged areas
 • adjustment around road installations
 • filling of unevenness and adjustment of profile deformations
 • filling of core-holes
 • general asphalt repair works
 »COLOR« • creation of coloured surfaces
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KRAUSE VERTRIEB
 GmbH & Co. KG
 Dipl.-Ing. Volker
 Bummel page 56
 MSK-Flüssig-Asphalt
 MSK-Flüssig-Asphalt repair mortar
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 57
 MSK-Flüssig-Asphalt
 Components Requirements
 Mineral aggregates:
 1/3 or 2/5 mm
 0/2 mm
 special filler
 cement
 TL Gestein-StB „Technical terms of delivery of
 aggregates for road construction“.
 Composition of the aggregate mixtures (absolutely
 dried) according a defined grading curve
 Test of the compatibility of the aggregates with the
 binder: f.e. indicator test according ALP A-StB, part
 8, or abrasion test according TP Gestein-StB, part
 6.6.3.
 Binder:
 bitumen emulsion C65BP1 - DSK
 TL BE-StB 07 „Technical terms of delivery of
 bitumen emulsion“.
 Control of the mix- and reaction-behaviour with the
 mechanical Roto-Visc-Test.
 Cement DIN EN 197 - 1 (standard quality)
 Water potable water
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KRAUSE VERTRIEB
 GmbH & Co. KG
 Dipl.-Ing. Volker
 Bummel page 58
 MSK-Flüssig-Asphalt
 Abrasion test („Schulze-Breuer-Test“)
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KRAUSE VERTRIEB
 GmbH & Co. KG
 Dipl.-Ing. Volker
 Bummel page 59
 MSK-Flüssig-Asphalt
 Roto-Visc-Test for control of reaction and hardening
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KRAUSE VERTRIEB
 GmbH & Co. KG
 Dipl.-Ing. Volker
 Bummel page 60
 MSK-Flüssig-Asphalt
 Application of MSK-Flüssig-Asphalt 0/3 mm, Formula 1 race track in Spa-Francorchamps (Belgium)
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KRAUSE VERTRIEB
 GmbH & Co. KG
 Dipl.-Ing. Volker
 Bummel page 61
 MSK-Flüssig-Asphalt Hot asphalt (standard) MSK-Flüssig-Asphalt
 Composition of the
 mixture
 grading curve for asphalt plus (hot)
 bitumen
 grading curve for asphalt plus bitumen
 emulsion
 Production heating and mixing in asphalt
 mixing plant
 mixing directly on the job-site
 Production quantity in general at least 1 to, even if the
 quantity required is minor
 production in units according the
 locally necessary quantity
 Transport and
 storage
 in appropriate thermo-containers not necessary as the mixture is
 prepared and applied directly on the
 job-site
 Base dry, stable, if possible not below
 + 10 °C (according to layer thick-
 ness)
 dry, frost-free, stable
 Preparation of the
 base
 application of tack coat or bitumen
 emulsion
 tack coat not necessary; clean
 thoroughly; in case of high
 temperatures slightly moisten the
 surface
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KRAUSE VERTRIEB
 GmbH & Co. KG
 Dipl.-Ing. Volker
 Bummel page 62
 MSK-Flüssig-Asphalt Hot asphalt (standard) MSK-Flüssig-Asphalt
 Application in general by hand; difficult
 spreading in case of lower
 temperature of the mixture (f.e. in
 case of thin layers)
 in general by hand; easy spreading as
 the mixture is liquid-pasty
 Layer thickness if possible homogeneous
 thickness; if not, risk of non-
 homogeneous cooling and
 compacting
 application in different layer thick-
 nesses up to approx. 3 cm (total
 thickness of several layers) possible;
 application to “0” at the edges is
 possible without further works (cutting,
 milling)
 Compacting
 with appropriate equipment
 immediately after application
 (respect temperature). Edges risk
 to be too cold for a proper
 compacting
 not necessary
 Trafficability after cooling of the layer immediately after reaction and
 hardening
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KRAUSE VERTRIEB
 GmbH & Co. KG
 Dipl.-Ing. Volker
 Bummel page 63
 MSK-Flüssig-Asphalt
 Access of a business park
 MSK-Flüssig-Asphalt »COLOR«
 Bicycle path in an urban area
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 64
 MSK-Cold Asphalt („approved“)
 Repair mortar
 Product name MSK-Kaltmischgut (cold asphalt)
 Description Asphalt mixture based on a cold bitumen (contains solvents)
 Very cost-effective and economical.
 Repair mortar
 0/3, 0/5 + 0/8 mm
 • repair works on asphalt and concrete surfaces
 • damages and pot-holes
 • damaged areas around road installations (manhole-covers, hydrants,
 borders and drainage channels)
 • for all kinds of traffic and surface courses
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 65
 MSK-Cold Asphalt („approved“)
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 66
 StabiPHALT® („innovative“)
 Repair mortar
 Product name StabiPHALT®
 Description Asphalt mixture based on a cold bitumen (contains solvents) with
 addition of the high-quality dope StabiHAFT®
 Accelerated hardening, improved adhesion.
 Repair mortar
 0/3, 0/5 + 0/8 mm
 • repair works on asphalt and concrete surfaces
 • damages and pot-holes
 • damaged areas around road installations (manhole-covers, hydrants,
 borders and drainage channels)
 • for all kinds of traffic and surface courses
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 67
 StabiPHALT® („innovative“)
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 68
 MSK-REPHALT »COLD« („Premium“)
 Repair mortar
 Product name MSK-REPHALT »KALT«
 Description Asphalt mixture based on a reactive bitumen (absolutely solvent-free).
 Hardening of the total layer thickness within 24 hrs.
 Repair mortar
 (0/2), 0/4 + 0/8 mm
 • repair works on asphalt and concrete surfaces
 • damages and pot-holes
 • damaged areas around road installations (manhole-covers, hydrants,
 borders and drainage channels)
 • for all kinds of traffic and surface courses
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 69
 MSK-REPHALT »COLD« („Premium“)
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 70
 Asphalt for repair works
 MSK-Kaltmischgut StabiPHALT® MSK-REPHALT »KALT«
 Descrip-
 tion
 repair asphalt, cold
 applicable
 repair asphalt with
 addition of StabiHAFT®,
 cold applicable
 repair asphalt, cold
 applicable, reactive
 hardening
 contains solvents
 tarless
 contains solvents
 tarless
 absolutely solvent-free
 tarless
 Fields of
 application
 repair works on asphalt-
 u. concrete surfaces
 damages and pot-holes
 damaged areas around
 road installations (man-
 hole-covers, hydrants,
 borders and drainage
 channels)
 for all kinds of traffic and
 surface courses
 repair works on asphalt-
 u. concrete surfaces
 damages and pot-holes
 damaged areas around
 road installations (man-
 hole-covers, hydrants,
 borders and drainage
 channels)
 for all kinds of traffic and
 surface courses
 repair works on asphalt-
 u. concrete surfaces
 damages and pot-holes
 damaged areas around
 road installations (man-
 hole-covers, hydrants,
 borders and drainage
 channels)
 for all kinds of traffic and
 surface courses
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 71
 Asphalt for repair works
 MSK-Kaltmischgut StabiPHALT® MSK-REPHALT »KALT«
 Mix-types 0/3, 0/5 and 0/8 mm 0/3, 0/5 and 0/8 mm (0/2), 0/4 and 0/8 mm
 Requireme
 nts for
 aggregates
 compatibility with the
 binder
 compatibility with the
 binder
 compatibility with the
 binder
 Binder cold bitumen cold bitumen with
 additive StabiHAFT®
 reactive hardening
 bitumen
 Reaction
 and
 hardening
 evaporation of solvents evaporation of solvents reactive hardening after
 addition of water/humidity
 Storage
 stability
 approx. 12 months approx. 12 months approx. 7 months
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 72
 Asphalt for repair works
 MSK-Kaltmischgut StabiPHALT® MSK-REPHALT »KALT«
 Application temperature below 0 °C
 is possible
 cleaning of the surface
 if necessary application
 of tack coat
 application of asphalt,
 spread homogeneously
 compact with tamper or
 vibrating plate
 if necessary apply some
 sand
 temperature below 0 °C
 is possible
 cleaning of the surface
 if necessary application
 of tack coat
 application of asphalt,
 spread homogeneously
 compact with tamper or
 vibrating plate
 if necessary apply some
 sand
 temperature below 0 °C
 is possible
 cleaning of the surface
 if necessary application
 of MSK-REPHALT
 Primer
 application of asphalt,
 spread homogeneously
 moisten with water
 compact with tamper or
 vibrating plate
 Traffic-
 ability
 immediately after
 application
 immediately after
 application
 immediately after
 application
 Advantage cost-effective cost-effective
 improved adhesion
 100 % solvent-free
 reactive hardening of the
 total layer thickness
 within 24 hrs
 stable and long-lasting
 high-quality and
 economical
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 73
 MSK-Joint Sealing »COLD«
 Joint sealing
 Product name MSK-Vergussmasse »KALT«
 Description Joint-sealing mass, 2-components, cold applicable, based on a reactive
 bitumen, absolutely free of solvents
 Fields of application
 Bottle- and cartridge
 version
 • in case of minor quantities
 • cracks and joints in asphalt and concrete surfaces
 • around road installations (f.e. manhole-covers, hydrants etc.)
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 74
 MSK-Joint Sealing »COLD«
 Hot joint sealing MSK-Joint Sealing »COLD«
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KRAUSE VERTRIEB GmbH & Co. KG
 Dipl.-Ing. Volker Bummel page 75
 MSK-Vergussmasse »KALT«
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